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L5 i“ 2 ® SPECIFICATIONS: SR
| * 0 1. RJ Electrical Characteristics L e — -
— TP N=raea
| 1-1: Voltage: 150V AC RMS N i !
| u 1-2: Current Rating: 1.5A |
| ~ 1-3: Contact Resistance: 40mQ MAX. i | b
HH'HH — 1-4: Insulation Resistance: 500MQ MIN. =
| _ o ‘ T
| £ 1-5: Dielectric Withstang Voltage :1000V AC \ \
1-6: Operature Temperature: —40° C 80° C |
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LED 01 LED 02 o
- | - Pin |[Name Description
x i ——
“ E B | n L~ Tx+ | Tranceive Data+
0 I 0 . ‘ RJCO002 — XXX Tx Tranceive Data
- XHHHH'HHHH ? ©| @ Hm B T Rx+ | Receive Data+
i O N/C | Not connected
{L‘ —002: Eéj% EE\: N/C | Not connected
j NN N RX— | Receive Data—
N i KT
@}iﬁ‘}ﬁﬁ N/C | Not connected
RJ /%ﬁ” N/C | Not connected
5 ED 02 See Note Tin Plating
4 E See Note Tin Plating
3 e Brass \ ¢
2.29+0.5 2 Phosphor Bronze Au/Tin Plating
1 NY9T UL94V-0 White
LED 02/ NO.PART NAME MATERIAL DESCRIPTION
1M+ 4jé42 e s B
HE AZTRAEF AR
0 +0.25
00 1oa0 |PESCN TITLE: | RJ45 IEMYTH4. 2 DIP LEDESAE AR
O (7' /06/02 NEW Chi  (Captain| 0.00 £0.15 CHECK PART NO. | RJCO002—002 |CUSTOMER NO(REV) 1G UNIT: mm
REV| DATE DESCRIPTION NAME |APPRO.| SoiEeat T malet s | APPRO. FILE NAME | 140602-10 SHEET: 1 of 1 |SCALE: 1:1 | A4-@}

ml



